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Specif ications

*  The above specifications are for reference only, actual working range may vary from machine models.
**  For the benefit of continuous product improvement, specifications are subjected to change without prior  
 notice.
***  Different bucket design/profile will affect the working envelop.

Excavator Model
Length A

Max. Reach
B

Max. Depth
C

Max. Height
D

Boom Height
Approximate 

Bucket Capacity
m ft m ft m ft m ft m ft m3 Yard3

JD130 12.0 40’ 12.37 40’ 6” 8.15 26’ 8” 12.75 41’ 10” 2.39 7’ 10” 0.35 0.40

JD160 13.0 42’ 13.02 42’ 8” 9.29 30’ 5” 12.74 41’ 4” 2.45 8’ 0” 0.45 0.58

JD200/ JD210
14.0
15.5
16.5

46’
50’
54’

14.21
15.50
16.65

46’ 7”
50’ 9”
54’ 7”

10.44
11.50
12.81

34’ 2”
37’ 8”
42’ 0”

13.53
14.69
15.11

44’ 4”
48’ 2”
49’ 6”

2.89
2.94
2.88

9’ 6”
9’ 7’
9’ 4”

0.50
0.45
0.45

0.65
0.58
0.58

JD250/ JD260 17.0
18.5

56’
60’

17.05
18.51

55’ 10”
60’ 8”

12.47
13.75

40’ 10”
45’ 1”

16.15
17.31

53’ 0”
56’ 9”

2.98
2.95

9’ 9”
9’ 8”

0.50
0.40

0.65
0.52

JD290/ JD300 18.5 60’ 18.63 61’ 1” 13.88 45’ 6” 15.71 51’ 6” 3.04 9’ 11” 0.65 0.85

JD330/JD350 18.5
20.0 

60’
65’

18.50
20.16

60’ 8”
66’ 1”

14.08
15.48

46’ 2”
50’ 9”

15.28
16.63

50’ 1”
54’ 6”

3.15
3.36

10’ 3”
11’ 0”

0.75
0.65

0.98
0.85

JD470G 21.0
22.0

69’
72’

21.35
22.39

70’ 0”
73’ 4”

15.86
16.80

52’ 0”
55’ 1”

17.59
18.28

57’ 8”
59’ 10”

3.63
3.93

11’ 10”
12’ 10”

0.90
0.80

1.17
1.04

JD800 23.5
25.0

77’
82’

23.81
25.31

78’ 1”
83’ 0”

17.22
18.63

56’ 6”
61’ 1”

19.47
19.97

63’ 9”
65’ 6”

4.37
5.02

14’ 3”
16’ 4”

1.60
1.60

2.09
2.09


